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PANELS FEATURES AND DIMENSIONS
600x600 | 600x1200 | 300x600 | 300x1200 mm 
other dimensions on request
Right edge | Shaped edges to apply air tight gasket and corners 
spring model

PANELS MATERIAL 
Steel 5/10 | 6/10
Aluminum 8/10

HIDDEN STRUCTURE
Steel Strong Easy T24 | Easy Antiseismic T24

ANTI-SEISMIC EQUIPMENTS 
Atena Antiseismic Kit for ≤ 1,2 m plenum
Atena Antiseismic Kit for > 1,2 m high plenum
Compulsory for buildings in 3 and 4 Class (NTC 2018 - § 7.2.3)

HANGERS 
Twister, Nonius, Standard with spring, 90° hanger 

COLORS 
Atena white, Atena silver pre-painted aluminum
Atena white, Atena silver pre-painted steel
RAL / NCS coatings

FINISHING 
Plain or perforated surface 
Sublimation of images and effects
Antimicrobial treatment (Defence H+)

WALL ANGLES 
“L” Syncro Evo with air tight gasket to apply on site

ACCESSORIES 
Atena Lux | TAURUS EVO IP65 integrated lighting body

sections

Metal ceiling made up of  SYNCRO EVO panels 
with T24 structure.

Right edge

Te
ch

ni
ca

l  
D

at
a 

S
he

et

atena s.p.a. has a quality 
management system 
certificated by rina 

in compliance with ISO 9001

Patent number: 102016000006819

PANELS MATERIAL | M2 METAL CEILING WEIGHT

panel 
material

panels* 
Kg/m2

structure* 
Kg/m2

lamp weight *
Kg/m2

Steel 5/10 5,00 1,05 10

Steel 6/10 6,00 1,05 10

Aluminum 8/10 2,80 1,05 10

* Panel weight including hooking springs, corner seal and sealing gasket. 
Structure weight including Syncro bracket, hangers and wall angles not included. 

Corner 
seal

Sealing 
gasket to 
install on 
all sides

Syncro Evo 
springs

Easy T24

Syncro Evo 
bracket



FLEXION 
RESISTANCE

Maximum span mm 1200 - 1 Class 
EN13964

CORROSION 
RESISTANCE

Galvanized steel products: C2 Class 
Pre-painted galvanized steel products: C3 Class 
Post-painted galvanized steel products: C4 Class
Pre/post-painted aluminum products: C5 Class

RH

(RH%) RELATIVE 
HUMIDITY 
RESISTANCE

Galvanized steel products: ≤ 90%
Pre/post-painted galvanized steel products: > 90%
Stainless steel and aluminium products: > 90%

FIRE REACTION
UNI EN 13501-1

Classe A1

ACOUSTICS Information in “Acoustic Performance” 

COLOR 
STABILITY

In compliance with technical tolerances standard.
Test according the ΔE - CIELab method.
ISO 7724-2 (3)

METAL CEILING 
MAXIMUM LOAD (2)

LIGHT 
REFLECTION

Smooth glossy white: 
up to 85% 
ISO 7724-2 (3)

DURABILITÀ 
VERNICIATI 

Classe C 
EN13964

GALVANIZED ITEM 
DURABILITY

B Class 
EN13964

AIR CLEANLINESS
CLASS 

ISO 2 
ISO 14644-1 - Fraunhofer institute – Stuggart

CLEANING(1) Wet cloth with warm water and neutral non-abrasive detergents.
High pressure water

DISINFECTION 
IDONEITY (3)

“Defence  4H+  ”  galvanised post-painted steel products only. 
VDI2083 P.17; ISO 4628-1; ISO2812-1 - Fraunhofer institute – Stuggart

ANTIMICROBIAL 
PROPERTIES(4)

ISO 22196 | JIS Z 2801-2010

Products “Defence 1H+” in galv. pre-painted steel : 
Products “Defence 2H+” in pre-painted aluminum: 
Products “Defence 3H+ | 4H+ ” in alu.  / galv. st. post-paint.:

action > 99%
action  >99% 
action  >99% 

RESISTANCE 
TO MOLD(5)

Products “Defence H+”

SUSTAINABILITY
RELEASE OF
DANGEROUS 
SUBSTANCES*

None    
CAM 2.4.1.3
EN13964

FORMALDEHYDE* E1 Class
CAM 2.3.5.5

DISASSEMBLY* Steel | Aluminium
100% recyclable
CAM 2.4.1.1

MATERIAL
DEMOLITION AND 
REMOVAL*

Non hazardous waste
in complinace with
CAM 2.5.1.

%
RECYCLED 
PRODUCT 
CONTENT*

CAM 2.4.1.8 
compliance

GREEN 
BUILDING  

Requirements: LEED 
(BREEAM and ITACA
for cross-section aspects)

* Data declaration as required by the ISO 14021 standard

 TECHNICAL PERFORMANCES
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ID DESCRIPTION INCIDENCE*

1 SYNCRO EVO PANEL 2,78 pz/mq

2 “L SYNCRO EVO” WALL ANGLE 1 pz/mq

3 HANGERS 1 pz/mq

4 EASY T24 3700 (h38) 0,85 ml/mq

5 EASY T24 1200 (h32  |  h38) 1,70 ml/mq

6 EASY T24 600 (h32  |  h38) 0,85 ml/mq

7 T24 SYNCRO BRACKET -

8 TAURUS EVO IP65 LIGHTING BODY -

All dimensions are nominal and expressed in millimeters. 
All technical specification data and information can be changed without advise.
For further information please contact sales department: 
tel. + 39 0421 75526 export@atena-it.com

12 kg/sqm

(1): Clean the metal ceiling by dry-cleaning before proceeding with water; the false ceiling can be washed with high pressure water if sealed with silicone. 
(2): Value calculated with Easy T24 and Easy Antiseismic T24  structures. (3): Frequent cleaning with diluted disinfectants containing active agents such as 
formalin, hydrogen peroxide, sulfuric acid, phosphoric acid, hydrochloric acid, isopropanol, sodium hydroxide and sodium hypochlorite. (4): Information on the 
tested bacterial spectrum available on request. (5): pre-painted and post-painted steel and aluminum products are resistant to mold thanks to their chemical-
physical properties. Products maintain the declared performance properties if properly cleaned and maintained.




